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Fibre Optic   Accessories

£18.95

5+ £14.95

£18.95

5+ £14.95

£24.95 

5+ £18.50

LP01

LP02

10m Pigtail
with E2000 
Plug

10m Pigtail
with SCPlug

2m Patch 
with 2 x E2000 
Plugs

£24.95 

5+ £18.50

2m Patch 
with 2 x SC 
Plugs

£24.95 

5+ £18.50

2m Patch with 
1 x E2000 
and 1 x ST
Plugs

LP03

LP12

LP14

£24.95 

5+ £18.50

2m Patch with 
1 x SC
and 1 x ST
Plugs

LP16

Integrated custom splitters and patch  leads are avail-
able,configured if required with different fiber optic
connectors.
E2000 to 16 x SC for or E2000 to 8x SC and 8x ST



Fiber Distribution for Satellite and Terrestrial/CATV 45-2200Mhz

TAYLOR 
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Technical data LT 61

Input 1  (F type) 45 - 862 MHz 88 dBµV

Input 2  (F type) 950-2400 MHz 78 dBµV

Wavelength                       1310 + 20 nm

Optical output power 4 dBm

Optical connector E 2000

C/N 42 ch CENELEC with > 48 dB single band receiver
8 dB optical budget (LR20)

> 45 dB super broadband receiver 
(LR 60)

CTB / CSO 42 ch CENELEC > 60 dB

Temperature range -10 ... + 50°C

Accessories

LK 05-12  Optical couplers LP 05 Patch panel

LP 01  Pigtail LP 02 Patch cord

Technical data LR 60

Wavelength 1290-1600 nm

Transmission bandwidth 45-862, 950- 2200 MHZ

Optical input power +3 ... -5 dB (constant output level via 

ALC)

Output 1 45-862 MHz, 85 dBµV @ 862 MHz 
(4 dB  slope)

Output 2 950 - 2200 MHz, 85 dBµV @ 2200 MHz
(4 dB slope)

CTB / CSO > 68 / > 65 dB

Operational voltage 230 VAC / 6.5 W  (7.5 W with return laser)

LT 61 Superbroadband laser Up to 20km of reach without repeaters.

Input....45-862-950-2400 -MHz
Output.........1310 ±20nm

£999. 00

£649.90

5+ £599.10

LR 60S Fibre Optic Reciever
Input 1290=1600 nm
Output 1 1x 45-862Mhz 85dBuV
Output 2 1x 90-2200Mhz 85dBuV

Technical data LT 61 Technical data LR 60 Features  LT 20 and LT21

LT 20

£599.00

LT 21
£740.17

LT 20/LT 21 
Optical Return Path
Transmitter

Upstream LT20 LT21
Wavelength.....................................1310-1550nm
Input level........................................75dbuV
Output level....................................3dbm
Transmission bandwidth
Broadband......................................15-300Mhz
setting range OMI...........................3-8%
Flatness..........................................≤ 1dB
Additional features applicable to LT21
Wavelength ...................................1550 ≠2.5nm 
or alternative...................................1510/1530/1570
HMS transponder LT21
with the following functions.............Tempreture

Optical Input
level

Rf output
OMI
Alarms

230VAC ±10%

For setting LT20 and LT21
*Input level Meter
*Alarm settings
*Numerical Settings
*Precongfiguration

£49.00

OK 41A
Programming Unit
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ADVANTAGE OF FIBER FOR SAT DISTRIBUTION

TAYLOR 
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384 points

48 points

48 points

24 points

up to 5km
Fiber cable
O/D <10mm
4 core  £0.95 mtr 
8 core   £1.56 mtr

4 x LK14 Four Way
Fiber splitters plus
accesories

4 x LR60
Plus sat amplifiers
and switches

4 x LR60
Plus sat amplifiers
and switches

4 x LR60
Plus sat amplifiers
and switches

4 x LR60
Plus sat amplifiers
and switches

up to 5km
up to 5km

up to 5km

DY50

4x LT61

TCLPST

Channel
filter
levellers
or
processors
.

Using a  fiber optic coax hybrid
for distribution of sat signals on
a large network is very cost
effective compared to
distributing with coax. 
Large networks can be
constructed without having to
use very large coax cables on
the trunks.
This avoids the need for many
amplifiers in cascade,that
reduces  network.reliability 
By comparison a fibre cable is
small and easy to install over
long distances and requires
much less maintenance than
large coax only networks 



Single
Mode
Fiber

Universal . Indoor Outdoor

Attenuation 1310nm 0.32dBkm average, max .04dBkm ,1550nm 0.21dBkm average,max 0.03dBkm
Jacket  FRNC/LSNH Material Orange

Number
of
Fibers

Weight kg km Pulling Tension
N

Outside
Diameter

mm

Minimum
Bend Radius

mm

Part Number *Standard
lengths M

Price per M

4 54.6 400.00 5.40 5 4 TSMF802 2 1 0 0 £0 .4028
6 6 3 450.00 5.90 5 9 TSMF804 2 1 0 0 £0 .5746
8 67.2 450.00 5.90 5 9 TSMF806 2 1 0 0 £0 .6878
1 2 94.5 500.00 7.60 7 6 TSMF812 2 1 0 0 £0 .9594
2 4 136.5 600.00 9.60 9 6 TSMF824 2 1 0 0 £2 .0161

Single
Mode

For Outdoor including underground ducting
Attenuation 1310nm 0.32dBkm average, max .04dBkm ,1550nm 0.21dBkm average,max 0.03dBkm
Jacket Material PE  Black

Number
of
Fibers

Weight kg km Pulling Tension
N

Outside
Diameter

mm

Minimum
Bend Radius

mm

Part Number *Standard
lengths M

4 149.00 3500 .00 5.80 5 8 TSMFPE804 2 1 0 0 £0 .3149
6 151 .70 3500 .00 5.80 5 8 TSMFPE806 2 1 0 0 £0 .3614
8 151 .70 3500 .00 8.70 5 8 TSMFPE808 2 1 0 0 £0 .4451
1 2 151 .70 3500 .00 8.70 5 8 TSMFPE812 2 1 0 0 £0 .5006
2 4 207 .00 3500 .00 8.70 8 7 TSMFPE824 2 1 0 0 £1 .0352
3 6 406 .00 3500 .00 12.20 1 8 3 TSMFPE836 2 1 0 0 £1 .5814
4 8 420 .00 3500 .00 12.20 1 8 3 TSMFPE848 2 1 0 0 £1 .8372

*Smaller lengths may be available  at extra cost depending on inventory

TTaylor  Bros.  (Oldham) Limited.Taylor  Bros.  (Oldham) Limited.Tel:  0161 652 3221,Fax:  0161 626 1736      e l :  0161 652 3221,Fax:  0161 626 1736      wwwwww.taylorbros.co.uk.taylorbros.co.uk

Fiber Optical Splitters

TAYLOR 

Fiber Cables single mode

Type Description Insertion Loss Price

LK05
Two way
spl i t ter

4.2/2.4dB £70.00

LK06
Two way
spl i t ter

5.6/1.8dB £70.00

LK08
Two way
spl i t ter

7.5/1.2dB £70.00

LK12
Two way
spl i t ter

3.2dB/3.2dB £70.00

LK13
Three way

spl i t ter
3x5.7dB £98.00

LK14
Four way
spl i t ter

4x 6.6dB £110 .00

Prices and specifications subject to
change
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