




Frequency agile UHF/VHF terrestrial channel convertor

Automatic gain control

Processed through two IF SAW filters

Terrestrial channels can be processed and distributed on adjacent ch with adjacent ch opt.

Adjustable output level

Four-button control panel. 

LCD display.

Any VHF/UHF channel in,any VHF/UHF channel out*

Easy maintenance no custom filters or crystals.

Multi standard PAL B/G,D/K.I,L DVB-T7 7MHz,DVBT8 8MHz,DVBC 7MHz,DVBC, 8Hz/DVBC8S

*Some digital set top boxes will not tune to a converted signal if it depends on the tuning data embedded in the broadcast

TV Channel Convertor UHF/VHF  suitable for Analogue or Digital

£414.00

10 +£376.50
Ex VAT

S400 PLL (1U 19Žrack mount  vers ion)

230V AC

Programmable Frequency 

45-862MHz

S400 U/V

PSU loading
12V 700MA

Technical specifications

Frequency range input 45-862MHz
Frequency range output 45-862MHz
Tuning steps 250 KHz
Adjustment range   AGC,    switchable dB � 40dB
Input level  dBuV analogue   50-90
Input level  dBuV digital  40-80

Output impedance (F socket) 75 �
Output level analogue adjustable in 1 dB steps 74 - 84 dB�V
Output level digital adjustable in 1 dB steps 64 - 74 dB�V
Thru loss  0,8 dB
IMA ratio � 60 dB
Spurious emissions � 60 dB in band
Spurious emissions � 60 dB opt E adjacent ch
Phase noise offset 100KHz

Return loss � 18 dB (-1.5 dB/Okt.)
Screening �450/ �950�950    �75dB/65dB/55dB

General specifications
Output RF socket F 
Input    RF socket F

Options
Opt E Adjacent ch option now included as standard

DIGITAL

or
Analogue

Programming panel inside rack version

£289.50

10 +£269.90
Ex VAT

Specifications subject to change
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Input frequency range 950-2150 MHz

Output frequency range 45-862 MHz

QPSK symbo lrates at  20-30 Ms/s

QAM symbo lrates at 5,5-7 Ms/s

64 QAM cable modulation    16, 32, 128, 256 QAM as option possible

Four button control panel

LCD display

Connection facility for headend controller 

Sat  QPSK/QAM transmodulator

£463.50

10 +£440.50
Ex VAT

£365.21

10 +£341.00
Ex VAT

S450DR  (1U 19”rack mount version)

230V AC

S450D 

PSU loading
12V 700mA
12V550mA

5V 300mA

Technical specifications

SAT-IF signal input

Frequency range 950-2150 MHz
Tuning steps 1 MHz
IF bandwidth 36 MHz
Input level 44-84 dBmV
Impedance 75 Ω
AFC ± 5 MHz
Symbol rate adjustable 20000 - 30000 kS/s
Filtering Nyquist    cos
Roll-Off 35 %
FEC inner code Conv., K=7, R= 1/2 ,2/3 ,3/4 ,5/6 ,7/8
Spectrum inversion C-Band / Ku-Band
Interleaving Conv., I=12
FEC outer code Reed Solomon (204, 188,8)

Output

Frequency range 45-862 MHz
Tuning steps 250 KHz
Bandwidth depends from QAM-Symbolrate
Output level 64-74 dBmV
Output Impedance 75 Ω
Return loss   14 dB
Spurious emissions   45 dB (45-862 MHz)
Type of modulation 64-QAM
(16- ,32- ,128- ,256-QAM optional)
Symbol rate 5,5 - 7 Mbaud
Filtering Nyquist    cos

DIGITAL

TAYLOR 

Programming panel inside rack version
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Sat QPSK/MPEG2 video audio demod with conditional access,pay TV or free to air.

TAYLOR 

S460DF £343.20

10+£320.40

S460D   £488.89

10+£456.30

S460DR  Condit ional  access and Free to Air

S460DRF Free to Air  only

1U 19”rack mount versions 

230V AC

S460D Condit ional  access  and Free to Air

S460DF Free to air  only 

100mm lead  for
audio/video:
5-pin included

Input frequency range 950-2150 MHz

Input level 47-75 dBµV

Symbol rate (programmable) 3500 - 30000 kS/s

FEC inner code Conv. K7, R = 1/2, 2/3, 3/4, 5/6, 7/8

FEC outer code RS (204, 188,8)

Video decoder ISO 1318-2 MPEG 2

Video Format 4:3 / 16:9

Video level 1 ± 0,1 Vss / 75 Ω

Video standard PAL / NTSC / SECAM

Input impedance 75 Ω

Audio level - -4 dBm / ±1 dB

S/N (1 kHz Sinus) > 60 dB

RF input F

A/V output 6 pin DIN A/V

Operating voltage 12 / 205 mA VDC

5 / 460 mA VDC

Operating ambient temperature 0...50 °C

Programming panel inside rack version

Large amounts of free
programming including the BBC
are available from Eurobird(28.5
deg east) Hotbird (13 deg east)
ect many UK programmes can be
received and distributed without
entering into pay contracts with

Sky. The conditional access (pay)
receivers illustrated are not
suitable for SKY but will work with
most other European
,Arab,African pay broadcasts  

S460DRF £441.20

10+£410.40

S460DR   £582.89

10+£546.30

DIGITAL
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